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DURABLE RECESSED ROUND FOR GU10

Typology
Adjustable, square and round recessed luminaire with shiny black reflector and GU10 
lamp socket.
Can be modified with the optional glossy metallic reflector.

Features
In addition to meeting the needs of those who prefer a recessed luminaire for 
replaceable lamps, DURABLE NERO offers the possibility of obtaining two different 
atmospheres just by changing the reflector.
Houses PAR16 lamps; compatible with all GU10 lamps in the Duralamp catalogue.
Max 10 W.

Installation
Recessed with the special galvanised aluminium springs.
Complete with GU10 lamp holder and terminal block to connect to mains.

Material
White painted metal body.
Polycarbonate reflector.

PLUS220-240 
Vac

IP20 GU10 G3
-15°C
+35°C

Characteristic data

Input 220-240 Vac Base GU10 IP 20 LED Warranty G3

Color White
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Dimensional characteristics

ø 90 mm

H 52 mm

Cutting hole 75

Ø

H

Electrical characteristics

Input voltage 220-240 Vac

Frequency 50-60 Hz

Operating temperature -15°C / +35°C

LED Warranty

G3 Up to 3 years 
(4000h/year) *4000h = 11h a day x 365 days. 
Without limitations on the duration of use for the first year, provided the observance of 
the installation conditions.

Logistics data

Item net weight 138 gr

Number of pieces multiple pack 10

Minimum order quantity 1


