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Luminaire
Description

Item
Code

3000K/4000K
3000K/4000K
3000K/4000K

541003824200
541003824300
541003824400

0.11kg
0.21kg
0.21kg

LEDSpotRc-Linear-E L50-2W-930/940-30D
LEDSpotRc-Linear-E L150-12W-930/940-30D
LEDSpotRc-Linear-E L150-12W-930/940-AS

Opple Lighting B.V.
Meerenakkerweg 1-07
5652 AR Eindhoven 
The Netherlands 
service@opple.com

OPPLE Lighting Co., Ltd.
Room 411, Building 1 No. 6111,
Longdong Avenue, Pudong New District, 
Shanghai City 201201,P. R. China
www.opple.com

Indoor use only.

For type Y attachments:
if the external flexible cable or cord of this luminaire is damaged, it shall be exclusively
replaced by the manufacturer or his service agent or a similar qualified person in order to
avoid a hazard.

Model Name A (mm) B(mm) C(mm)
LED SP-RC-L-E 2W
LED SP-RC-L-E 12W
LED SP-RC-L-E 12W-AS

44.4
44.4
44.4

40.8
40.8

44.4
160.4
160.4 46.7

Model Name A (mm)
100 500

610
610

150

34*34
34*150
34*150

150
150

100
100

B(mm) C(mm)

Cut out (mm)

LED SP-RC-L-E 2W
LED SP-RC-L-E 12W
LED SP-RC-L-E 12W-AS

Product Code Description N Light Source Code QR Energy Label

541003824200 LEDSpotRc-Linear-E L50-2W-930/940-30D

541003824300 LEDSpotRc-Linear-E L150-12W-930/940-30D

541003824400 LEDSpotRc-Linear-E L150-12W-930/940-AS

LS116000233

LS116001133

LS116001133-1

1

1

1

300

Driver Model L(mm) W(mm) h(mm)

OP-IESCH0071000E1

OP-IESCH0140350E1-01

99 34 25

100 38 25

A

B

C

L

h

W

3000K
4000K

The default setting is 4000K.�

For Spot For Driver

2×


